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The Indespension Trailer Range
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Galvanised Finish
for resisting the elements

Integral Lashing Points
for increased load security

Load Bearing Mudguards
for withstanding body weight

Inset Lighting Clusters
for protection in case of 

small knocks

TripleLock Security 
Coupling Heads

for discouraging theft

Phenolic Floors
for strength and grip

Indespension Suspension
for smoother towing 

even while empty

Chequer Plate Construction
for greater strength and grip 

where fi tted

Free After Sales Check
after fi rst 500 miles or 3 months 

(at Indespension stores only)

Over the years our reputation has grown to the 

point where we now have a branch network 

of 19 stores, which provide sales, expert advice, 

trailer repairs, trailer hire, towbar fi tting and a 

substantial range of parts.

To strengthen our relationship with you the 

customer, our fi rst class network is always reliably 

backed by the dedicated Head Offi ce Sales and 

Technical Departments. 

This has established Indespension as a leading 

supplier to a number of markets including plant hire 

companies, utilities and local authorities, 

in addition to the general retail leisure market.

Indespension Trailers – the professional’s choice.

Purchasing an Indespension Trailer means that the customer will be rewarded 

with the complete ownership experience in both the short and long term.

Premium features and benefi ts for professional expectations. 

Since 1968, Indespension has designed, 

manufactured and sold a comprehensive, 

innovative and high quality range of trailers. 

This is only the beginning.

Standard Features of the Indespension Trailer Range

dispensable for the hard working professional

Service Nationwide
for greater peace of mind 

wherever you are

Call now on 0800 720 720 for your nearest stockist or for more information...



Versatile, robust, fi xed sided trailers 

that can be used to transport a wide range 

of materials and machinery. SuperRide full track 

suspension is standard enabling stable towing, 

even while empty.

• Gross weight 750kg

• Internal dimensions (L x W x H):
  1.9 x 1.2 x 0.3m (6’6” x 4’ x 12”)
 2.45 x 1.2 x 0.3m (8’ x 4’ x 12”)

• Unbraked single axle

• Tyre size: 20.5 x 8.00-10

• Phenolic resin deck

• Aluminium chequer plate drop tail

Optional Accessories:
Ladder Rack, Prop Stands, Spare Wheel & Carrier, 
Mesh Sides & Front, Deck Rings, 
TripleLock security coupling

• Gross weights from 1300kg to 3500kg

• Internal dimensions (L x W x H) from:
 1.8 x 1.2 x 0.33m (6’1” x 4’1” x 13”)
 to 3.6 x 1.75 x 0.33m (12’ x 5’10” x 13”)

• Braked single or twin axle

• Tyre sizes: 165R13C and 185/70R13C

• Load bearing mudguards

• Fully galvanised chassis and body

• TripleLock security coupling

Optional Accessories:
Deck Rings, Ladder Rack, 
Mesh Sides & Front, 
Prop Stands, Ramp Tail, 
Spare Wheel & Carrier, 

Spring Assisted Ramp Tail,
Winch Post with Winch & Strap

Trailers

Technical Specifications

Technical Specifications

...or visit us on-line at www.indespension.com



• Gross weight 2000kg or 2300kg

• Internal dimensions (L x W x H): 
2.5 x 1.2 x 0.33m (8’2” x 4’1” x 13”)

• Twin axles • Tyre size: 165 R13

• Galvanised sides and front panels

• Full width ramp with mesh platform 
for easy cleaning

• 40mm towing eye or 50mm ball

• Knee prop support stand fitted on ramp

• Bucket rest

Optional Accessories:
Spare Wheel, Deck Rings

• Gross weight 1500kg

• Internal dimensions (L x W x H): 
 1.95 x 1 x 0.215m (6’4” x 3’ x 81/2”)

• Single axle  • Tyre size: 155/70 R12

• Full width mesh ramp

• 40mm towing eye or 50mm ball

• Galvanised chequer plate construction

• Rear prop stands

   • Knee prop support stand fitted
    on ramp

    • Bucket rest

Optional Accessories:
Spare Wheel, 
Deck Rings

• Gross weight 2000kg

• Internal dimensions (L x W x H): 
 2.2 x 1.2 x 0.23m (7’3” x 4’1” x 13”)

• Twin axles

• Tyre size: 165 R13

• Aluminium ladder style ramps

• 40mm towing eye or 50mm ball

• Front security rails and bucket rest

• Knee prop support stand fitted on ramp

• Bucket rest

Optional Accessories:
10” Wheels, Spare Wheel, Deck Rings

• Gross weight 2600kg

• Internal dimensions (L x W x H): 
 2.5 x 1.2 x 0.25m (8’1” x 4’1” x 10”)

• Twin axles

• Tyre size: 165 R13

• Galvanised chequer plate construction

• 40mm towing eye 
 or 50mm ball

• Knee prop support 
 stand fitted on ramp

• Raised bucket rest

• Bucket rest

Optional Accessories:
Spare Wheel, Deck Rings, 
Roller Spec Ramp Tail, Mesh Floor

Trailer shown with 10” wheel option

Knee props fitted
as standard

Trailers

Technical Specifications

Technical Specifications
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Call now on 0800 720 720 for your nearest stockist or for more information...



Built to meet the demands of the construction and plant hire industries. Features include, bucket rests, 

extended drawbars, weight bearing mudguards. Mesh fl oors are available on the AD1600 and AD2000 

models. The reinforced chassis on the AD2000, AD2500 and AD2800 models allows the transportation 

of drum roller machinery.

• Gross weight 3500kg

• Internal dimensions (L x W x H): 
 3.05 x 1.8 x 0.25m (10’1” x 5’11” x 10”)

• Twin axles

• Tyre size: 185/70 R13

• Heavy duty width adjustable steel ramps

• Galvanised chequer plate construction

• 40mm towing eye or 50mm ball

• Knee prop support stands fitted on ramp

• Bucket rest

Optional Accessories:
Spare Wheel, Deck Rings, Roller Spec Ramp Tail, 
Spring Assisted Full Width Ramp

• Gross weight 3500kg

• Internal dimensions (L x W x H): 
 3.7 x 1.75 x 0.15m (12’ x 5’10” x 6”)

• Twin axles

• Tyre size: 185/70 R13

• Width adjustable chequerplate ramps

• 40mm towing eye or 
 50mm ball

• Knee prop support stands fitted on ramp

• Bucket rest

Optional Accessories:
Spare Wheel, Deck Rings, 
Spring Assisted Full Width Ramp

• Gross weight 3500kg

• Internal dimensions (L x W x H): 
 3.05 x 1.525 x 0.27m (10’0” x 5’0” x 10”)

• Twin axles

• Tyre size: 185/70 R13

• Galvanised chequer plate construction

• 40mm towing eye 
 or 50mm ball

• Knee prop support stand fitted on ramps

• Heavy duty width adjustable steel ramps

• Integral bucket rest

Optional Accessories:
Spare Wheel, Deck Rings, Roller Spec Ramp 
Tail, Spring Assisted Full Width Ramp

Knee props 
fitted as standard

Technical Specifications
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Technical Specifications

...or visit us on-line at www.indespension.com



A galvanised trailer with all round easy access, excellent tipping 

angle and drop sides. Manual or electrically operated hydraulic lift.

Twin axle trailers featuring inboard wheels. 

Ideal for transporting machinery with low ground clearance.

• Gross weights from 2600kg to 3500kg

• Internal dimensions (L x W x H) from: 
 2.444 x 1.675 x 0.34m (8’ x 5’6” x 13.5”) to 
 3.148 x 1.981 x 0.34m (10’4” x 6’6” x 13.5”) 

• Twin axles

• Tyre size: 195/50R13

• Fully welded chassis for strength

• Removable drop sides and tail

• Ramps store under body on all models

• TripleLock security coupling

Optional Accessories:
Steel Floor, Deck Rings, Ladder Rack, Mesh Sides 
and Rear Door, 8’ Ramps (Steel or Aluminium) 
with Prop Stands, Spare Wheel and Carrier, 
Winch Post with Winch & Strap

• Gross weights from 2000kg to 3500kg

• Internal dimensions (L x W) from: 
 4.27 x 1.98m (14’ x 6’6”) 
 and 4.88 x 1.98m (16’ x 6’6”) 

• Twin axles

• Tyre sizes: 165R13 and 155/70R12

• Phenolic resin coated deck

• TripleLock security coupling

• Shallow loading angle for greater safety

Optional Accessories:
Aluminium Deck, Deck Rings, Drop Sides and Rear 
Tailgate, Ramps and Prop Stands, 6’ Spring Assisted 
Ramp Tail, Spare Wheel and Carrier, Winch Post 
with Winch and Strap

Transporters
Fixed

Technical Specifications
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• Gross weights: 2600kg and 3500kg

• Internal dimensions (L x W): 4.88 x 1.98m 
 (16’ x 6’6”) and 4.88 x 2.13m (16’ x 7’) 

• Twin axles

• Tyre size: 155/70R12

• Hand operated pump for tilt

• Phenolic resin coated deck

• TripleLock security coupling

• Safety prop stands

• Winch Post

• One man operation

Optional Accessories:
Aluminium Deck, Drop Sides, Deck Rings, 
Manual Winch and Strap, Spare Wheel and Carrier

Perfect for one-man operation and for 

vehicles or machinery with low ground 

clearance. Gross weight  ranging from 

2600kg to 3500kg.

• Gross weights from 2000kg to 3500kg

• Internal dimensions (L x W) from: 
 2.5 x 1.5m (8’2” x 5’2”) 
 to 4.9 x 2m (16’2” x 6’6”) 

• Twin axles

• Tyre sizes: 145R10 and 195/50R13

• Phenolic resin coated deck

• Choice of body style

• TripleLock security coupling

Optional Accessories:
Deck Rings, Head Board, Ladder Rack, Mesh Sides 
and Rear Door, Ramps and Prop Stands, Ramp Tail, 
Spare Wheel and Carrier, 14” Drop Sides,  
Winch Post with Winch and Strap

Drop sided trailers with inboard 

wheels allowing unrestricted access.

Transporters
Technical Specifications

Technical Specifications
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Inaddition

Our policy is one of continuous improvement and we reserve the right to alter specifications without prior notice. 
Dimensions and weights are intended as a guide only. Copyright 2006

Indespension Limited

Paragon Business Park, 

Chorley New Road

Horwich, Bolton BL6 6HG

Leaflet Code WC14-10/06

Optional Accessories for the Indespension Trailer Range

A range of options are available for different models. Suitable classes of trailer are listed 

underneath each particular product. You will also see the list of relevant Optional Accessories 

available in each Technical Specifi cation panel within this brochure.

Mesh Kit
for Goods, Tipper & Flatbed

Deck Rings
for Goods, Plant, Transporter 

& Flatbed

Spare Wheel and Carrier
for Goods, Tipper, 

Transporter & Flatbed

Ladder Rack
for Goods, Tipper & Flatbed

Winch and Strap
for Goods, Transporter 

& Flatbed

Knee Support
for Goods & Plant

Spring Assisted Ramp Tail
for Goods, Plant, Transporter 

& Flatbed

Individual Ramps
for Plant, Tipper, Transporter 

& Flatbed

Chequer/Steel Deck
for Transporter & Tipper

Head Board, Drop Sides
and Tailgate

for Transporter & Flatbed

Belfast  028 9083 9933

Bolton  01204 397 999

Cardiff  029 2081 3311

Derby 01332 348 555

Dublin  (01) 801 3222

Edinburgh  0131 661 7571

Glasgow  0141 956 3055

Ipswich  01473 749 922

Leeds  0113 270 7444

Limerick  (061) 225 700

Manchester  0161 495 9009

Newcastle  0191 276 1162

Northampton 01604 259 221

Norwich  01603 417 851

Poole 01202 672 410

Reading 0118 957 5004

Redhill  01737 768 185

Southampton  01489 571 133

West Midlands  0121 561 5467

Or Call Free
on 0800 720 720
for information about other stockists

or visit www.indespension.com

Towbars
Don’t forget our excellent 

Towbar Fitting Service!

Service & Hire
Indespension offer the back-up of 19 trailer centres and many stockists throughout the UK and 

Ireland. So you can be rest assured that you are never too far away from support, help or advice.

Call your nearest Indespension store now:


